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VIKING // SPECIFICATION SHEET

VIKING
LED Vaportight

FEATURES:
• Designed in Germany, Made in the USA.

• Slim design, made for LED

• Short payback time, efficiency of  >110 lm/W

• CSA Certified

• 10% indirect uplight to the ceiling

PROJECT NAME						          TYPE

CATALOG NAME						          DATE

LUMEN EFFICIENCY (lm/W) up to 110 lm/W on system level

LED MODULE Philips Fortimo LED Line 1R up to 155 lm/W

LIFETIME 50,000 hours at flux decrease of 30%

COLOR TEMPERATURE 3000K (warm-white), 3500K (warm-white), 4000K (neutral-white) and 
5000K (cool-white).  For other color temperatures, contact factory.

COLOR RENDERING INDEX Ra > 80

LED DRIVER Philips Xitanium 0-10V, 120-277V
DALI optional

OPTICS Diffused, wide beam, narrow beam

LUMEN OUTPUT 4000 or 5000 lm for 4ft units

MOUNTING OPTIONS Brackets for surface mounting

MATERIAL AND COLOR Glass fiber, reinforced polyester

CERTIFICATION CSA/US for Damp locations                
DesignLights Consortium® (DLC) qualified product. See listed models on page 2. 

PROTECTION CLASS I

PROTECTION LEVEL IP65

IMPACT RESISTANCE IK08

Specifications

FIXTURE
CAT. NO. DESCRIPTION INPUT RATINGS #

VK 4ft Nominal LED vaportight fixture 
(4000 lm)

120V-277V 
0.32A-0.15A 
37W 60Hz

VK 4ft Nominal LED vaportight fixture 
(5000 lm)

120V-277V 
0.48A-0.21A 
57W 60Hz



2/4
In a continuing effort to offer the best product possible we reserve the right to change, without notice, specifications or materials. 
Technical specification sheets that appear on www.nordeon-usa.com are the most recent ones available.

www.nordeon-usa.com

VIKING // SPECIFICATION SHEET

Ordering
The Viking vaportight LED fixture range is unique because 
of its narrow slim design and top performance. Offered in 
multiple color temperatures and at two different light levels. 
The Viking can be equipped with 0-10v dimming or DALI 
optionally. Besides the standard diffused solution, 
the Viking can be equipped with narrow beam and wide 
beam optics as well. Additional options include emergency 
lighting, occupancy sensor and through wiring. 
 
The following article is our rapid ship item:
VK 4000LM UNV 0-10V 4000K 4FT PC DF

LUMENS
 4 (4000 LM)*
5 (5000 LM)

DIM (0-10V)
DALI (Optional)

DIMMING
UNV

(120-277V)
347V

VOLTAGE
3000K

 4000K*
5000K

CCT
4 FT

LENGTH

PC 
(polycarbonate)

LENS 
MATERIAL

 DF* 
(diffused)

NB 
(narrow beam)

WB 
(wide beam)

LENS TYPEPART

VK

VK 
(Viking)

EL 
(emergency
battery pack)

OCC 
(occupancy 

sensor)

TW 
(through wiring)

OPTIONS

Dimensions
All dimensions are shown in inches (centimeters) unless otherwise noted. Mounting Bracket | QMB

Mounting bracket for surface 
mounted or suspended mounting 
of the fixture.

Polycarbonate Clip (standard)

Stainless Steel Clips (optional)

Mounting Bracket | QMB

Stainless Steel Clips | SSC
Equip Viking with Stainless 
Steel Clips instead of 
Polycarbonate

	 L 	 W	 H	 Lf
	 4’ 2 1/5”	 3 1/3” 	 3 7/8”	 2’ 7 1/2”
		  (dimension 
		  without clips)

Specifications are subject to change without notice.

Accessories

* Listed for DLC
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Photometrics

Polycarbonate Clip (standard)

Zonal Lumen Summary		
	 Zone 	 Lumens 	 %Luminaire
		  0-30	 857.4	 22.3%
		  0-40	 1,407.8	 36.6%
		  0-60	 2,535.6	 66%
		  60-90	 1,009.7	 26.3%
		  70-100	 692.8	 18%
		  90-120	 264.0	 6.9%
		  0-90	 3,545.3	 92.2%
		  90-180	 298.0	 7.8%
		  0-180	 3,843.3	 100%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20%
RCC%	 80	 70	 50	 30	 10	 0
RW% 	 70	 50	 30	 0	 70	 50	 30	 0 	 50	 30	 20 	 50	 30	 20	 50	 30	 20	 0
RCR 
	0	 1.17	 1.17	 1.17	 1.17	 1.14	 1.14	 1.14	 .92	 1.07	 1.07	 1.07	 1.01	 1.01	 1.01	 .95	 .95	 .95	 .92
	1	 1.05	 .99	 .94	 .90	 1.01	 .96	 .92	 .74	 .91	 .87	 .83	 .85	 .82	 .79	 .80	 .78	 .76	 .73
	2	 .95	 .86	 .78	 .72	 .91	 .83	 .76	 .61	 .78	 .72	 .67	 .74	 .69	 .65	 .70	 .66	 .62	 .59
	3	 .86	 .75	 .66	 .59	 .83	 .73	 .64	 .51	 .68	 .62	 .56	 .65	 .59	 .54	 .61	 .56	 .52	 .49
	4	 .79	 .66	 .57	 .50	 .76	 .64	 .55	 .44	 .60	 .53	 .47	 .57	 .51	 .46	 .54	 .49	 .44	 .42
	5	 .72	 .59	 .49	 .42	 .69	 .57	 .48	 .38	 .54	 .46	 .41	 .51	 .45	 .39	 .49	 .43	 .38	 .36
	6	 .66	 .53	 .43	 .37	 .64	 .51	 .43	 .33	 .49	 .41	 .35	 .46	 .40	 .34	 .44	 .38	 .34	 .31
	7	 .62	 .48	 .39	 .32	 .59	 .46	 .38	 .29	 .44	 .37	 .31	 .42	 .35	 .30	 .40	 .34	 .30	 .28
	8	 .57	 .43	 .35	 .29	 .55	 .42	 .34	 .26	 .40	 .33	 .28	 .39	 .32	 .27	 .37	 .31	 .27	 .24
	9	 .53	 .40	 .31	 .26	 .52	 .39	 .31	 .24	 .37	 .30	 .25	 .36	 .29	 .24	 .34	 .28	 .24	 .22
	10	 .50	 .37	 .29	 .23	 .48	 .36	 .28	 .21	 .34	 .27	 .23	 .33	 .27	 .22	 .32	 .26	 .22	 .20

Photometric Filename
VK-4000LM-4000K-4FT-DF

Photometric Filename
VK-4000LM-4000K-4FT-WB 
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Zonal Lumen Summary		
	 Zone 	 Lumens 	 %Luminaire
		  0-30	 1,092.7	 28.9%
		  0-40	 1,749.2	 46.3%
		  0-60	 2,856.1	 75.6%
		  60-90	 708.4	 18.8%
		  70-100	 456.5	 12.1%
		  90-120	 183.4	 4.9%
		  0-90	 3,564.4	 94.4%
		  90-180	 211.6	 5.6%
		  0-180	 3,776.0	 100%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20%
RCC%	 80	 70	 50	 30	 10	 0
RW% 	 70	 50	 30	 0	 70	 50	 30	 0 	 50	 30	 20 	 50	 30	 20	 50	 30	 20	 0
RCR 
	0	 1.18	 1.18	 1.18	 1.18	 1.14	 1.14	 1.14	 .94	 1.08	 1.08	 1.08	 1.02	 1.02	 1.02	 .97	 .97	 .97	 .94
	1	 1.07	 1.02	 .98	 .94	 1.04	 1.00	 .96	 .79	 .94	 .91	 .88	 .89	 .87	 .84	 .85	 .83	 .81	 .78
	2	 .98	 .90	 .83	 .77	 .95	 .87	 .81	 .67	 .83	 .78	 .73	 .79	 .75	 .71	 .75	 .72	 .69	 .66
	3	 .90	 .79	 .71	 .65	 .87	 .77	 .70	 .58	 .75	 .67	 .62	 .70	 .65	 .60	 .67	 .63	 .59	 .56
	4	 .82	 .71	 .62	 .56	 .80	 .69	 .61	 .50	 .66	 .59	 .54	 .63	 .57	 .52	 .60	 .55	 .51	 .49
	5	 .76	 .64	 .55	 .48	 .74	 .62	 .54	 .44	 .59	 .52	 .47	 .57	 .51	 .46	 .54	 .49	 .45	 .43
	6	 .70	 .57	 .49	 .43	 .68	 .56	 .48	 .39	 .54	 .47	 .41	 .52	 .45	 .41	 .50	 .44	 .40	 .38
	7	 .65	 .52	 .44	 .38	 .63	 .51	 .43	 .35	 .49	 .42	 .37	 .47	 .41	 .36	 .45	 .40	 .35	 .34
	8	 .61	 .48	 .40	 .34	 .59	 .47	 .39	 .32	 .45	 .38	 .33	 .43	 .37	 .33	 .42	 .36	 .32	 .30
	9	 .57	 .44	 .36	 .31	 .55	 .43	 .36	 .29	 .42	 .35	 .30	 .40	 .34	 .29	 .39	 .33	 .29	 .27
	10	 .54	 .41	 .33	 .28	 .52	 .40	 .33	 .26	 .39	 .32	 .27	 .37	 .31	 .27	 .36	 .31	 .27	 .25
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